INFLUX Firesure Type FM

FLOWMETERS FOR SPRINKLER FIRE PUMP TESTING

APPROVED

®  Flange or groove style connection.
e  Horizontal or vertical pipes.
® Scaled in USGPM and dm3/min
®  Flow element: Polyester coated
carbon steel body.
o Highly stable indicator readings.
e SW.P:20barg
e  Accuracy: £ 2% of test range max.
Flowmeter and Flowmeter Flowmeter Flowmeter
Pump < ; Grooved | Wafer flange
USGP line size test ranges range cohnceton | connotiion range
USGPM USGPM dm3/min
M . . order code order code .
Inches mm min max min max min max
200 3 80 100 400 100 400 | FS80FGFM FS8OFLFM 400 1500
250 150 500
300 4 100 150 600 150 900 | FSIOOFGFM | FS100FLFM 600 | 3400
450 250 900
500 250 1000
750 6 150 375 1500 250 | 2000 |FSI50FGFM* FSI50FLFM | 1000 | 7500
1000 500 2000
1250 750 2500
1500 8 200 750 3000 750 | 4000 | FS200FGFM | FS200FLFM | 3000 | 15000
2000 1000 4000
2500 1500 5000
8 200 1500 | 6000 | FS8FGFM - 6000 | 22000
3000 1500 6000

* Suitable for 165mm pipe

(outside diameter),

for 168mm pipes use code

FS6FGFM.

26X0214

For further information please contact our distributor

N

ASSOCIATED ENTERPRISES (S) PTE LTD

D

Blk 28, Sin Ming Drive
#01-171/177
Singapore 575702
Tel: (65) 6455 0555 Fax: (65) 6455 0505
Email: enquiry@aespl.com.sg

Website: www.aespl.com.sg




Mounting Detail—Firesure:
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Nominal Connection Carrier X W Weight v N / BN
Size D 0.p. kg ( j ( )
50 Flange 98 95.0 | 40 3.8 ./ N4
8" e | ussuo o [l
100 162 159.0 6.0 il
150 215 212.0 7.8 |
200 273 270.0 10.5 ;
50 Groove 95 91.5 91 39
80 120 116.5 4.7
100 145 141.5 Bub
150/6" 195 191.5 6.8
200/8" 245 241.5 | 100 9.2 Grooved Carrier Wafer Carrier
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From Pump

Isolation Valve
allows drain down
of meter without
disconnection of
water supply.

Firesure

Control Valve
Downstream

Influx Measurements Ltd. 1a Bennett House, The Dean, Alresford, Hampshire, UK. SO24 9BQ
Tel: +44 (0)1962 736736 Fax: +44 (0)1962 736737 E-mail: sales@influxmeasurements.com




